
SPECIFICATION

550 mm

550x550 mm

6300 x 41 x1.1 mm

20-70 mtr/min

7.5 H.P.

2.0 H.P.

0.25 H.P.

650 mm

1800 kg

450 mm

450x450 mm

5230 x34x1.1 mm

20-70 mtr/min

5.0 H.P.

2.0 H.P.

0.25 H.P.

650 mm

1400 kg

TLPDCB-450

250 mm

250x250 mm

4100 x34 x1.1 mm

20-70 mtr/min

3.0 H.P.

1.5 H.P.

0.25 H.P.

650 mm

1100 kg

TLPDCB-250 TLPDCB-550

350 mm

350x350 mm

4100 x34 x1.1 mm

20-70 mtr/min

3.0 H.P.

1.5 H.P.

0.25 H.P.

650 mm

1100 kg

TLPDCB-350Model

Blade Size

Blade Speed

Main Motor Power

Coolant Motor Power

Hydraulic Motor Power

Working Height

Machine weight

Cutting 
Capacity

Round

Square

Up-Down Movement
On Twin Pillars mounted LM Rails, with two hydraulic cylinders, 
down feed precisely controlled by temperature & pressure compensated 
flow control Valve.
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Semi Automatic Full Automatic

Double Column 
Full Automatic Bandsaw

107 108


